
n Lubricates and rust proofs

n Removes moisture

n Maximizes tool performance

n Avoids unnecessary service

n Prolongs tool life

While many air tool lubricants quit 
working below freezing temperatures, 
Coilhose ATLW provides lubrication 
down to -45º F. ATLW Anti-Freeze 
Lubricant can be applied via 
conventional air line lubricators or 
directly into the air tool’s air inlet port. 

Our Air Tool Lubricant is a specially  
formulated ISO 22 lubricant, which 
prolongs the life of air tools,  
cylinders and accessories, while 
allowing maximum performance. 
Our lubricant formulation inhibits the 
formation of rust, and is nondetergent, 
non-corrosive, nonreactive and stable 
(non-decomposing).

Air Tool Lubricant

COILHOSE PNEUMATICS 
19 Kimberly Road, East Brunswick, NJ 08816

Ph: 732 390 8480   Fax: 732 390 9693
info@coilhose.com
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Convenient “flip-up” pour cap
In the 4 oz., 16 oz., and 32 oz. sizes

Available in 4 oz., 16 oz., 32 oz., 128 oz.  
plastic bottles and in a 55 gallon drum

WARNING: ATLW is not an additive and should not be mixed with other lubricants. This could result in a  
reduction of its de-icing and lubricating effectiveness as well as gumming of internal components.

Only available in case quantities as shown above.

MODEL NUMBER UNIT VOLUME CASE QUANTITY
ATL004 4 oz. 12 bottles 
ATL016 16 oz. (1 pint) 12 bottles 
ATL032-P12 32 oz. (1 quart) 12 bottles 
ATL128 128 oz. (1 gallon) 4 bottles 
ATL55 55 gallon drum n/a 

MODEL NUMBER UNIT VOLUME CASE QUANTITY
ATL004W 4 oz. 12 bottles 
ATL016W 16 oz. (1 pint) 12 bottles 
ATL128W 128 oz. (1 gallon) 4 bottles 

Air Tool Lubricant  
Wintergrade

Only available in case quantities as shown above.

Works great with our lubricators!

AIR TOOL LUBRICANT
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AIR TOOL CLEANERS & OILS

n  Cleans and Lubricates

n  Removes Varnish, Sludge, 
Rust and Dirt

n  Will Not Harm Internal Seals

n  Can be Added to Coilhose 
Lubricators

n  Made in USA

Mist Coolant is specifically 
formulated to remove heat and 
reduce friction during machining 
operations. Once in contact with 
the tool, the liquid dissipates excess 
heat. Ideal for drilling, tapping and 
surface grinding applications.

Coilhose ATC is a specially formulated lubricant 
that restores high performance levels to “clogged” 
tools and allows “sluggish” tools to operate at 
peak efficiency. Available in 4 oz. plastic bottle 
with “flip up” pour cap.

Air Tool Cleaner

COILHOSE PNEUMATICS 
19 Kimberly Road, East Brunswick, NJ 08816

Ph: 732 390 8480   Fax: 732 390 9693
info@coilhose.com

MODEL NUMBER UNIT VOLUME CASE QUANTITY
ATC004 4 oz. 12 bottles 

MODEL NUMBER UNIT VOLUME Packaging
MC128-53S 128 oz. (1 gallon) Jug
MC640-53S 640oz. (5 gallons) Bucket

Mist Coolant

Only available in case quantities as shown above.
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Quality oil is crucial for the proper 
operation of your air compressor. 
Coilhose Pneumatics’ Air Compressor 
Oil is comprised of a non-detergent, 
naphthenic-based product for use in 
reciprocating (piston style) compressors. 
Available in Gallon or 32 oz. plastic bottle 
with “flip up” pour cap.

Air Compressor Oil

MODEL NUMBER UNIT VOLUME CASE QUANTITY
ACL032-P12 32 oz. 12 bottles 
ACL130 128 oz. (1 gallon) 4 bottles 

Only available in case quantities as shown above.

n  Non-Detergent  
& Non-Synthetic

n  Helps Eliminate Deposits

n  Equipped with Rust  
and Oxidation Inhibitors

n  30 Weight

n  Made in USA

n  Reduces Friction  
and Wear to Tooling

n  Improves Tool Performance 
and Inhibits Rust

n  Ready to Use, No Mixing

n  Made in USA




